
 

United Nations Code for Trade and Transport Locations (UN/LOCODE) for Rwanda 

N.B. To check the official, current database of UN/LOCODEs see: https://www.unece.org/cefact/locode/service/location.html 
 

UN/LOCODE Location Name State Functionality Status Coordinatesi 

RW BTQ  Butare    Airport;  Code adopted by IATA or ECLAC    

RW CYU  Cyangugu  04  Road terminal;  Recognised location 0229S 02853E  

RW GSO  Gishoma  04  Road terminal;  Recognised location 0236S 02856E  

RW GTA  Gatuna  03  Road terminal;  Recognised location 0126S 03001E  

RW GYI  Gisenyi    Airport;  Code adopted by IATA or ECLAC    

RW KGL  Kigali    Road terminal; Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

RW KME  Kamembe    Airport;  Code adopted by IATA or ECLAC    

RW KYZ  Kayonza  02  Road terminal;  Recognised location 0156S 03031E  

RW NSA  Nyagatare  02  Port; Road terminal;  Recognised location 0117S 03019E  

RW RHG  Ruhengeri    Airport;  Code adopted by IATA or ECLAC    

RW RIL  Rilima    Road terminal;  Request under consideration 0209S 03013E  

RW RUB  Rubengera    Port; Multimodal function, ICD etc.;  Recognised location   

RW RUO  Rusumo  02  Road terminal;  Recognised location 0216S 03042E  

RW RW4  Rwamagana  02  Port; Multimodal function, ICD etc.;  Recognised location 0157N 03026E  

 

                                                           
i
This column contains the geographical coordinates (latitude/longitude) of the location, if there is any. In order to avoid unnecessary use of non-standard characters and 

space, the following standard presentation is used: 

0000lat 00000long (lat - Latitude: N or S ; long – Longitude: W or E, only one digit, capital letter) 

https://www.unece.org/cefact/locode/service/location.html


 

2 

                                                                                                                                                                                                                                                                                      
Where the last two rightmost digits refer to minutes and the first two or three digits refer to the degrees for latitude and longitude respectively. In addition, you must 
specify N or S for latitude and W or E for longitude, as appropriate. 




